
WELDING / HEATING TORCHES

Max thickness to be
welded in mm

OX pressure
in bar

Gas pressure
in bar

Maximum flow OX
in l/h

Maximum acetylene flow
in l/h

Unit of power
in kW (kilowatts)

45 3 0,3 4400 4000 49

PERFORMANCE TABLE

S2 type

Ref. Subtype Capacity in mm Overall torch
length Weight in kg Accessories Thread 

010500 - 10 to 45 580 1,300 Tips holder wrench and 6 tips from 1000 to 4000 l/h 14 x 150 

010535 - 10 to 45 580 1,300 Burner 4000 l/h 14 x 150 

010520 FBA 10 to 45 620 1,400 Tips holder wrench and 6 tips from 1000 to 4000l/h 14 x 150

010540 FBA 10 to 45 620 1,400 Burner 4000 l/h 14 x 150

010590 - 10 580 1,200 Tip 1000 l/h 14 x 150

 REF. 010500 

Single-flame

 REF. 010501  Complete tips holder wrench, 6 tips 1000 to 4000 l/h

Multi-flame

Ref.  Flow l/h Thread

015502 1000 14 x 150

015503 1250 14 x 150

015504 1600 14 x 150

015505 2500 14 x 150

015506 3150 14 x 150

015507 4000 14 x 150

Ref.  Flow l/h Thread

015531 3000 14 x 150

015532 3500 14 x 150

015530 4000 14 x 150

TIPS AND BURNERS 

 REF. 015531  REF. 015532  REF. 015530 

Must function with 4 x acetylen
cylinders put together.  
Refer to pages 59 and 61.

Standard ISO 5172
OX/Acetylene
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