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LOW PRESSURE CUTTING TORCHES

DV-MP1 type
 REF. 201675 

Pre-mixed torch (low pressure) allowing better quality cutting and working with a low pressure setting. Opening of the cutting oxygen by a 
cutting trigger (lever) on the easy side to operate using the thumb of the right hand.

Acetylene or LPG operation by simply  
changing cutting heads. 

The torches are delivered  
without cutting head.

The TITAN DV-MP1 version can only function with a mixture of oxygen and LPG or natural gas. The long length of the mixing tube does not 
allow working in complete safety with an oxygen + acetylene mixture which would lack stability.

The torches are delivered without cutting head.

 REF. 204675 Titan

Ref. Type Outlet Description Intlet Length in mm Weight in kg

201675 Cutting DV-MP1 MP1 90° bend 16 x 150 R
16 x 150 L 480 1,2

204675 Cutting DV-MP1 TITAN MP1 120° bend 16 x 150 R
16 x 150 L 750 1,35 

For ALL other lengths and inclinations, 
contact us

Ref.  Gas Caliber Cutting thickness in mm

780A07 Acetylene 7 / 10 3 to 10

780A10 Acetylene 10 / 10 10 to 20  

780A15 Acetylene 15 / 10 20 to 60 

780A20 Acetylene 20 / 10 60 to 100  

780A25 Acetylene 25 / 10 100 to 180 

780A30 Acetylene 30 / 10 180 to 300 

780P07 LPG 7 / 10 3 to 10 

780P10 LPG 10 / 10 10 to 20  

780P15 LPG 15 / 10 20 to 60  

780P20 LPG 20 / 10 60 to 100 

780P25 LPG 25 / 10 100 to 180 

780P30 LPG 30 / 10 180 to 300 

CUTTING HEADS

1:1

1:1

Standard ISO 5172
OX/Acetylene or OX / LPG

For cutting head settings and power consumption, refer to the table on page 33.
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