
A pre-mix torch (low pressure) allowing for better quality cutting and working with a low pressure setting. All-gas operation, by simply 
changing the cutting heads. The torches are delivered without cutting head.

The small size of the head 
and the thikness of the cutting  
head make it easy to remove  
previous defective welds.

LOW PRESSURE NAVAL CUTTING TORCHES

DV1 R type

Ref. Subtype Overall torch length Weight in kg Specificity

202670 Top Naval DV1 R 480 1,060 -

202685 Top Naval FBA DVR 520 1,100 -

202673 Top injection DV1 R 480 1,180
Transfer of the mixture at the bend for more safety

202683 Top injection 180° bend DV1 R 520 1,180

Ref.  Gas Caliber Cutting thickness in mm

702C07 Ethylene or LPG 7 / 10 3 to 10 

702C10 Ethylene or LPG 10 / 10 10 to 20 

702C15 Ethylene or LPG 15 / 10 20 to 60 

702C20 Ethylene or LPG 20 / 10 60 to 100 

702C25 Ethylene or LPG 25 / 10 100 to 180 

702C30 Ethylene or LPG 30 / 10 180 to 300 

Ref.  Gas Caliber Cutting thickness in mm

720A10 Acetylene 10 / 10 10 to 20 

720A15 Acetylene 15 / 10 20 to 60 

720A20 Acetylene 20 / 10 60 to 100 

720A25 Acetylene 25 / 10 100 to 180 

720A30 Acetylene 30 / 10 180 to 300 

CUTTING HEADS

1:1

1:1

Standard ISO 5172
All gas

 REF. 202670 

For cutting head settings and power consumption, refer to the table on page 33.
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