HIGH PRESSURE CUTTING TORCHES Standard ISO 5172
OX/Acetylene or OX/LPG

HP2 type

Manual cutting torch for cutting thicknesses from 300 to 900 mm by simply changing the cutting head. Opening of the cutting oxygen by
valve activated. Works on all gases by simply changing the cutting head.

Delivered without cutting head.

Weight in kg
Ref. Sl standard
torch length
en kg —
o
203400 760 3750 g
I
203405 800 3750 m
203410 850 3780
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| Possibility to modify
the length on request.

/ REF. 203400

90° HP2 type 90° head

._/
IREF. 203405 IIREF. 203410
120° HP2 type 120° head HP2 type 180° head

FOR SPECIAL FABRICATIONS,
OXY-CUTTING OF EXTRA THICK PROFILES,
PLEASE CONTACT US

29



30

HIGH PRESSURE CUTTING TORCHES

OX/Acetylene or OX/LPG

CUTTING HEAD

For HP2/G2 torches

Removable cutting heads for machine or manual torches.

Ref.

230P30
230P35
230P40
230P45
230P50
230P55

230P60

LPG

LPG

LPG

LPG

LPG

LPG

LPG

Caliber

30/10

35/10

4010

45/10

50/10

55/10

60/10

Cutting thickness
inmm

200 to 300

300 to 400

400 500

500 to 600

600 to 750

750 to 900

900 to 1050

One-piece cutting heads HP2/G2. Designed for demolition work :

OX setting = 10 bar min.
Gas setting = 0,8 bar min.

Ref.

203P35

203P40

203P45

203P50

203P55

203P60

For cutting head settings and power consumption, refer to the table on page 33.

Caliber

35/10

40/10

45/10

50/10

55/10

60/10

OX/Acetylene

Ref.

230A30

230A35

230A40

230A45

230A50

230A55

230A60

Ref.

Gas

Acetylene
Acetylene
Acetylene
Acetylene
Acetylene
Acetylene

Acetylene

Gas

230P70 LPG

230P80 LPG

230P90 LPG

Standard ISO 5172

Cutting thickness
inmm
300 to 400
400 to 500
500 to 600
600 to 750
750 to 900
900 to 1050
Caliber i(;ul:‘ti;g thickness
30/10 200 to 300
35/10 300 to 400
4010 400 to 500
45/10 500 to 600
50/10 600 to 750
55/10 750 to 900
60/10 900 to 1050
Caliber :I:T‘ng thickness
70/10 600 to 900
80/10 800 to 1110
90/10 1000 to 1300
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