
MACHINE CUTTING TORCHES

OX/ACETYLENE COUPEX TYPE
+ FBA OPTION

 REF. 220410 

Three inlets with two regulating valves and a ball valve for the 
cutting oxygen. Inlets 16 x 150 D for cutting oxygen, 16 x

150G for LPG and acetylene. Ø32 external tube length 350 
mm in FBA option and other inlet threads on request.

Takes OX/LPG and OX/Acetylene COUPEX cutting heads 
allowing cuts from 3 to 300 mm. 
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Ref. Cutting thickness 
in mm

Operating pressure 
in bar

220A10 3/25 3,5  OX / 0,3

220A12 25/50 5,0  OX / 0,4

220A16 50/80 6,0  OX / 0,5

220A20 80/120 7,0  OX / 0,6

220A25 120/200 9,0  OX / 0,7

220A30 200/300 10,0  OX / 0,7

Ref. Cutting thickness 
in mm

Operating pressure 
in bar

220P10 3/25 3,5 OX / 0,3 

220P12 25/50 5,0 OX / 0,4 

220P16 50/80 6,0 OX / 0,5 

220P20 80/120 7,0 OX / 0,6 

220P25 120/200 9,0 OX / 0,7 

220P30 200/300 10,0 OX / 0,7 

OX/GPL COUPEX TYPE
+ FBA OPTION

 REF. 220400 

Standard ISO 5172

CUTTING HEADS For cutting head settings and power consumption, refer to the table on page 33.
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32


