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DDI type

PRE-SET REGULATORS  Standard 2503 - certificate N° 12/FR/2767 O-REV O.

NEUTRAL GAS

 REF. 054200 

OXYGEN

 REF. 050200 

ACÉTYLÈNE

 REF. 051200 

Ref. Intlet type Weight in kg

054200 C 1,040 

050200 F 1,040

051200 H 1,040
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PRE-SET REGULATORS  

DDI regulators are compact, extremely solid and easy to use.
  �Very easy to use, the pressures recommended for welding or cutting are determined by the color zones:
     �Oxygen Regulator: two green welding and cutting zones.
     �For the Acetylene Regulator: a single green zone welding cutting.
     �For the neutral gas regulator: a yellow TIG zone + a gray MIG zone.
  �MHigh pressure manometer protected by a anti-choc PA rubber casing.

  Constant pressure: an INPI patented device makes it possible to obtain a constant outlet pressure during the use of the bottle.

Other product advantages:
  �2 patents filed.

  �Very easy to adjust thanks to the positioning of the adjustable wheel (no need for a second pressure anometer anymore).

  �Very resistant valve system.

  �2 ultra-resistant ABS protections.

  �Ergonomics of the device to follow the curve of the gas cylinder.

  �Machining in the brass bar allows a better solidity while remaining light. 

DYNAMIC EXPANSION CURVES 

DDI type

Standard 2503 - certificate N° 12/FR/2767 O-REV O.

Ordinary regulator
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