
TYPE 3S CUT
TRUE SCHIELDED

SCHIELDED REGULATORS

Manometers independents, dust proof

Cellular polychroropropene protection  
for shock absorption

Monobloc casing in forged brass protecting  
the manometers

Captive pressure adjustment  
screw in ABS

 REF. 030200  REF. 035200 

3S type

Gas Max flow*

Oxygen 80 Nm³/h

Acetylene  35 Nm³/h

Standard EN 585/ISO 2503 following minutes n° L.026.115

* �In the best configuration: 
max cylinder and maximum 
operating pressure.

Ref. Gas Graduation Rébit / Pression Intlet Outlet Weight 
in kg

030200 Oxygen 315 bar/16 bar 35 Nm3/h - 10 bar F 16 X 150 R 1,780

031200 acetylene 40 bar/2.5 bar 10 Nm3/h - 1.5 bar H 16 X 150 L 1,780

032200 Acetylene inlet export with clip holder + key 40 bar/2.5 bar 10 Nm3/h - 1.5 bar A 16 X 150 L 1,980

032500 Acetylene inlet export with clip holder + key 40 bar/2.5 bar 10 Nm3/h - 1.5 bar A 16 X 150 L 1,780

033200 Pressurized air 315 bar/16 bar 35 Nm3/h - 10 bar B 16 X 150 R 1,780

034200 Nirogen 16 bar 315 bar/16 bar 10 bar C 16 X 150 R 1,780

035200 LPG 2.5 bar 1.5 bar E 16 X 150 L 1,740

037200 Argon / CO2 315 bar/20 l/mn 15 l/mn C 12 X 100 R 1,780

038200 Natural gas / Methane 315 bar/6 bar 4 bar E 16 X 150 L 1,780

040200 Argon / CO2 315 bar/38 l/mn 25 l/mn C 12 X 100 R 1,780

041200 Nitrogen / Hydrogen or Ethylene 315 bar/40 l/mn 25 l/mn E 12 x 100 R 1,780

041205 Nitrogen / Hydrogen or Ethylene 315 bar/16 bar 10 bar E 16 X 150 L 1,780
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