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SECOND EXPANSION

The model presented reference 850070 is intended to be fixed on 
a wall or a transport vehicle. On request we can deliver it on a set 
of feets, for laying on the ground.

This flow regulator is definitly calibrated in the workshop, as desired: 7, 10, 12, 15 or 20 l/min. 
The 1/4 turn ball valve leaves a full passage.  
The calibrated injector, located at the front, can be removed for cleaning.

Low pressure ramps for pipe rotameters

Orifices calibrated for argon/CO2

 REF. 850070 

 REF. 850070 

IIMPERATIVE: Stable inlet pressure of 3.5 bars to allow
a precise and exact reading of the rotameter settings.

Specify the graduation when ordering
as well as the type of gas.

Ref. Gas Inlet pressure
in bar Description Intlet  

en mm
Outlet 
en mm Weight in kg

850066 Oxygen 3,5 7 rotameters 7 l/mn or 15 l/mn Staged 10 and 6,3  6,3 5,45  

850067 Oxygen 3,5 6 rotameters 7 l/mn or 15 l/mn Staged 10 and 6,3 6,3 4,70 

850068 Oxygen 3,5 5 rotameters 7 l/mn or 15 l/mn Staged 10 and 6,3 6,3 3,95 

850069 Oxygen 3,5 4 rotameters 7 l/mn or 15 l/mn Staged 10 and 6,3 6,3 3,25 

850070 Oxygen 3,5 3 rotameters 7 l/mn or 15 l/mn Staged 10 and 6,3 6,3 2,50 

850071 Oxygen 3,5 2 rotameters 7 l/mn or 15 l/mn Staged 10 and 6,3 6,3 1,76 

850266 Arg./CO2 3,5 7 rotameters 15 l/mn or 30 l/mn Staged 10 and 6,3 6,3 5,45 

850267 Arg./CO2 3,5 6 rotameters 15 l/mn or 30 l/mn Staged 10 and 6,3 6,3 4,70 

850268 Arg./CO2 3,5 5 rotameters 15 l/mn or 30 l/mn Staged 10 and 6,3 6,3 3,95 

850269 Arg./CO2 3,5 4 rotameters 15 l/mn or 30 l/mn Staged 10 and 6,3 6,3 3,25 

850270 Arg./CO2 3,5 3 rotameters 15 l/mn or 30 l/mn Staged 10 and 6,3 6,3 2,50 

850271 Arg./CO2 3,5 2 rotameters 15 l/mn or 30 l/mn Staged 10 and 6,3 6,3 1,76 

Ref. Type 

040335 Hole 7 l/mn with valve, end-piece to be 
brazed and marking

040336 Hole 10 l/mn with valve 1/4 turn, endpiece 
to be brazed and marking

040337 hole 12 l/mn with valve 1/4 turn, endpiece 
to be brazed and marking

040338 hole 15 l/mn with valve 1/4 turn, endpiece 
to be brazed and marking

040339 hole 20 l/mn with valve 1/4 turn, endpiece 
to be brazed and marking

Rear entrance. 3/8 male. Supplied with nut and 
endpiece to be brazed.
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