
SECOND EXPANSION

It allows to accurately read the required flow rate for ARGON/C02. 
Available in 7 and 15 l/min for oxygen. Possibility of mounting on 
valve support Ref. 060260 (see page 51).

Possibility of mounting on check stop valves.
Flow regulator with a scale of 4/6/8/10/12/15/18/22/26 litres/minute  
and a MAX position. Fitted with a female neutral gas quick connector  
to ISO 7289 standard. It can be connected to an integrated expansion  
cylinder with a stable outlet pressure of 3.5 bar.

Pipe rotameters

FLOW REGULATORS FOR ARGON/CO2

 REF. 040297 

 REF. 060258 

 REF. 060255 

IMPERATIVE: Stable inlet pressure of 3.5 bars to allow  
a precise and exact reading of the rotameter settings.

Rear entrance. Thread 3/8 gas male at the right

Rear entrance. Female ISO 7289 fitting

 REF. 040300 Ref. Gas Intlet 
Graduation
in l/mn

040280 Neutral gas Rear entry 3/8th male gas 0 to 30

040285 Neutral gas Rear entry 1/4 male gas 0 to 30

040297 Neutral gas Rear entry 3/8e male gas 0 to 15

040298 Neutral gas Rear entry 1/4 male gas 0 to 15

040397 Oxygen Rear entry 3/8e male gas 0 to 15

040398 Oxygen Rear entry 1/4 male gas 0 to 15

040385 Oxygen Rear entry 3/8e male gas 0 to 7

040386 Oxygen Rear entry 1/4 male gas 0 to 7

040300 Protection block, fixing provided on the back of the block

Ref. Type

060255 Preset flowmeter 4 to 26 l/min + maxi

060257 Preset flowmeter position 0 + 6 to 26 L/min + maxi

060258 Pre-set flowmeter 4 to 26 l/min + max Female ISO 7289 inlet
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