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Wall-mounted, this valve support 
that receives the pipe allows the 
assembly of a pipe regulator, a 
calibrated orifice, a flow regulator, 
a column, etc. 

Maximum upstream pressure  
20 bar.

Recommendations:

 �Oxygen and neutral gas : inlet 
pressure between 6 and 20 bar.

 �Acetylene : Inlet pressure 1,5 bar

 �LPG : Inlet pressure 4 bar maximum 

They are fitted at the inlet valve in 1/4 
turn 3/8 right female.

Optional:  
ISO 7289 quick connectors at outlet

Valve support

Wall expansion unit station

Inlet valve 3/8female right

Vertical entry. 3/8 male gas thread on the right

Outlet 3/8 gas male right hand thread

Ref. Type

401107
Neutral gas unit station.
Delivered with steel body, valve.
Graduation 30 l/min.

Ref. Type

401100 Simple oxygen unit station. Delivered with steel body, valve and incorporated FBA valves. 16 bar graduation. operating pressure max 10 bar.

401101 Simple acetylene unit station. Delivered with steel body, valve and incorporated FBA valves. 2.5 bar graduation. operating pressure max 1.5 bar.

401115 Single LPG unit station. Delivered with steel body, valve and incorporated ARPF valves. 2.5 bar scale. PS max 1.5bar.

401117 Simple neutral gas unit station. Delivered with steel body, valve incorporated. Graduation 20l/min. Max flow 15 l/min.

401110 Simple neutral gas unit station. Delivered with steel body, valve. Graduation 38 l/min. Max flow 25 l/min.

401119 Nitrogen single unit station. Delivered with steel body, valve. 16 bar graduation. operating pressure max 10 bar.
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