
MANIFOLDS

Semi-automatic high pressure manifold

For oxygen, use degreased pipes.
For acetylene, do not use copper tubing.

We are at your disposal to respond to specification or project manager.

Ref. Type

900300 Semi-automatic manifold. ox. cen10/50-low pressure 10 bar/50 nm3/h

900310 Semi-automatic neutral gas manifold- non-corrosive - cen10/50-low pressure 10 bars/50 nm3/h

900320 Semi-automatic acetylene manifold. - cen10/50-low pressure 1.5 bar/6.5 nm3/h

This type of manifold is originally 
designed for 1 to 3 bottles (or 
frame) on each side.

An extension via ramps is also 
possible.

Before pressurizing a new pipeline, 
it is essential to purge it with 
nitrogen to remove all impurities.

Similarly, for a better stability of the 
service pressure, we recommend 
creating a closed loop of the 
network guaranteeing a better 
stability of the pressures and flow.

Exists for all industrial gases except 
corrosive - Contact us.

Exists in high pressure version  
for neutral gas and oxygen - 
Contact us.

 REF. 900300 

Protective grid
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MANIFOLDS

We are at your disposal to respond to specification or project manager.

Anti-fire wall

See the references for :

 �Wall-mounted expansion units pages 52 and 53

 �Argon/CO2 flow regulator page 50

 �Pipe rotameter pages 50

 �Regulators page 51

 �Semi-automatic units page 54

 �3-cylinder HP manifold - Ref. 900111
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