
Ref. Type Gas Débit

900303

High flow flashback arrestor
Following standard EN730-1. ISO
5175-1 Inlet turning nut 20 x 150
D. Male outlet 20 x 150 R

Oxygen,
Outlet high flow regulator
or unit station 20 x150R

80 nm³/h to 10 bar
330 nm³/h to 30 bar

900323

High flow flashback arrestor.
Following standard EN730-1. ISO
5175-1 Inlet turning nut 20 x 150 L
Male outlet 20 x 150 L

Acetylene,
high flow regulator or unit
station outlet in20 x150L

20.2 nm³/h to 1,5 bar

017123

High flow flashback arrestor
Following standard EN730-1. ISO
5175-1 Male inlet 20 x 150L
outlet turning nut 20 x 150 L

Acetylene,
Torche inlet in 20 x 150 L 20.2 nm³/h to 1,5 bar

017124

High flow flashback arrestor.
Following standard EN730-1. ISO
5175-1 Male entry 16 x 150 L
outlet turning nut 16 x 150 L

Acetylene,
Torches inlet 16 x 150 L 20.2 nm³/h to 1,5 bar

017103

High flow flashback arrestor
Following standard EN730-1. ISO
5175-1 Male inlet 20 x 150 R
Outlet turning nut 20 x 150 R

Oxygen,
Torche inlet in 20 x 150 R

80 nm³/h to 10 bar 
330nm³/h to 30 bar

MANIFOLDS ACCESSORIES

High flow flashback arrestor (for MANIFOLDS, high flow regulators and torches)

 REF. 900324 

 REF. 900304 

Unit inversion alarm signal

Ref. Type Gas Connection 

900304 HP 24 volts pressure contact (electrical connectors 
at the initiative of the customer) Oxygen, Neutral gas 1/4 male

900324 Inductive signal pressure switch Acetylene 1/4 male

 REF. 136100 

Electric heater (for unit station or regulator)

Ref. Type Gas Connection 

136100
Electric heater 500 watt/220v
Maximum operating pressure 300 bar
Painted steel body protection IP66

Neutral gas Inlet F, C type
Outlet M, C type

 REF. 900324 

 REF. 900323 

Delivered with nut and union Ø 10

56


