
MANIFOLDS ACCESSORIES

High pressure connecting flexible

 REF. 900307  REF. 900312  REF. 900311 

ADVICE: On each of our flexible we write the month and year of manufacture, and for maximum safety, we advise you to change them every three
years. On request, we can provide you with test certificates.

We can manufacture to order any hose of a special length or whose inlet and/or outlet threads are different from our standards, contact us.

Accessory Ref. Type

Connecting flexible
Cylinder/ramp

900301 Oxygen cylinder flexible. - Length 1000 mm with anti-whiplash cable.-Male inlet at the right 22,91 x 1,814 F 
 type - female outlet at the right 21,7 x 1,814 C type

900311 Neutral gas cylinder flexible. - length 1000 mm whip anti whip cable -female inlet and outlet 21,7 x 1,814 C type

900321 Acetylene cylinder flexible - Length 1000 mm with anti whip cable - male inlet at the left 22,91 x 1,814 H  
type - female outlet a the left 21,7 x 1,814 E typeE

Connecting flexible
Cadre/centrale

900302 OX rack body flexible. - Length 3000 mm with anti whip cable - Female inlet at the right 35 x 200 and female outlet
at the right 21,7 x 1,814 C type

900312 Neutral gas rack flexible. - Length 3000 mm with anti whip cable - female inlet at the right 38 x 200 and female outlet
at the right 21,7 x 1,814 C type

900322 Acetylene rack flexible. - Length 3000 mm with anti whip cable - Female inlet at the left 33 x 200 and female outlet at
the right 21,7 x 1,814 E type

Flexible onduleur 900307 Oxygen + neutral gas - stainless steel 3/8 LG 500 MM between 20x150R F-OUTLET 3/8M
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