
FLASHBACK ARRESTOR

FBA

Ref. Type

061013 Pair of CF flashback arrestor valves.  
OX/Gas with nuts and staged union Ø 6.3 and 10 mm. Delivered with clips

061012 Pair of CF flashback arrestor valves.  
OX/Gas - 16 x 150 thread

061022 Pair of CF flasback arrestor valves.  
OX 3/8 R / Gas 3/8 L Pair of CF flashback arrestor valves.

061025 OX 5/8 UNF R / Gas 5/8 UNF L with nuts and staged union Ø 6.3 and 10 mm.  
Delivered with clips

061020 Pair of CF flashback arrestor valves.  
OX 1/4 R / Gas3/8 L

061021 Pair of cf flashback arrestor valves.  
OX 9/16 R / Gas 9/16 L
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An FBA valve stops the flame upstream.

Each of the three types of flame arrester non-return valves represents a specific safety feature: 
CF valve: User protection. Connects to the torch inlet.

DA valve: Hose inlet and outlet.

DB valve: Safety for the bottle and the regulator. Attaches to the outlet of the pressure regulator.
 

The addition of the CF valve and the DB valve provides optimal safety for the protection of the worker and for the safeguard of theequipment. 
Our various Flame Arrester Check Valves are delivered with the corresponding fittings. Delivered in blister packs (or in bulk, on request).

We can supply our flashback arrestors with various connections: for example: 1/4 right and 3/8 left or 9/16 right and 9/16 left.

Threaded connection type

CAUTION: Respect the colors when mounting (Blue: oxygen. Red: combustible gas). The direction
of the arrow indicates the direction of gas flow.

VERY IMPORTANT: During frequent dismantling in a dusty environment, or after a flashback,  
the sintered metal ring which provides the flame arrester may become clogged. 
The non-return valve MUST then be changed, as it makes work impossible under normal operating 
pressure conditions.

Do not place more than two pairs of flame arrester non-return valves between a torch and the
regulators in order to limit pressure drops.

MOUNTED ON TORCH - CF FBA

CLASSIC FBA
DEMONSTRATION
IN VIDEO

Standard EN 730-1
Standard ISO 5175-1
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FLASHBACK ARRESTOR

Ref. Type 

062013
Pair of flashback arrestor valves DA 
OX/Gas union inside Ø 10 mm.  
Comes with clips

062014
Pair of flashback arrestor valves DA 
OX/Gas union inside Ø 6.3 mm.  
Comes with clips

062015
Pair of flashback arrestor valves DA
OX/Gas union inside Ø 8 mm.  
Comes with clips

062016
Pair of flashback arrestor valves DA 
OX/Gas union inside Ø 6.3 and 10 mm. 
Comes with clips

Ref. Type

063007 Pair of DB flashback arrestor valves.  
OX / Gas staged union Ø 6.3 and 10 mm Supplied with clips

063009 Pair of DB flashback arrestor valves.  
OX / Gasthread 16 x 150 R and L

063042 Pair of DB flashback arrestor Valves.  
OX 3/8 R / Gas 3/8 L

063055 Pair of DB flashback arrestor valves.  
OX 5/8 UNF R / Gas5/8 UNF L staged olives Ø 6.3 and 10 mm. Comes with clips

063040 Pair of DB flashback arrestor valves.  
OX 1/4 R / Gas 3/8 L

063041 Pair of DB flashback arrestor valves.  
OX 9/16 R / Gas 9/16 L

 REF. 062016   

 REF. 063007   

 REF. 062013   

MOUNTED ON HOSE - DA FBA

MOUNTED ON REGULATOR - DB FBA

DA type  
to be mounted on pipe Ø 10 and Ø 6,3

DA type  
to be mounted on Ø 10 pipe

Standard EN 730-1
Standard ISO 5175-1
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