
WELDING / HEATING TORCHES

Possible to operate in OX/LPG

Polished brass  
Lance 90°

Nickel-plated brass 
Lance 120°

Torch designed for fine brazing work: for dental prostheses or jewelleries.

Ref.
Capacity
in mm

Overall torch
Length

Standard weight
in kg

Thread Accessory

010100 0,10 to 1 220 0.110 6 x 100 6 becs  
de 10 to 100 l/h 010140 0,10 to 1 220 0.110 6 x 100

 REF. 010100 

 REF. 010140 

S00 type

Dynamic oxygen operating
pressure in bar

Dynamic Acetylene operating
pressure in bar Thickness to be welded in mm Flow rate of the

acetylene tip in l/h Filler metal diameter in mm

1,3 0,3 0,1 10 Steel 0,6

1,3 0,3 0,2 16 Steel 0,6

1,3 0,5 0,3 25 Steel 0,6

1,3 0,3 0,4 40 Steel 0,6

1,3 0,3 0,5 to 0,7 63 Steel 0,8

1,3 0,5 0,8 to 1,0 100 Steel 1,0

PERFORMANCE TABLE

Single-flame Round-flame OX/LPG

Ref.  Flow l/h Thread

010010 10 6 x 100

010011 16 6 x 100

010012 25 6 x 100

010013 40 6 x 100

010014 63 6 x 100

010015 100 6 x 100

Ref.  Flow l/h Thread

010013 40 6 x 100

010014 63 6 x 100

010015 100 6 x 100

TIPS AND BURNERS 

1:1 1:1

Standard ISO 5172
OX/Acetylene

8


